
Packaging Pad Set Small Diameter Pad Set

Vacuum Pad Test Sets

If there is compressed air, the pads 
can be tested simply by piping.∗1

∗1  For the small diameter pad set

Form Bellows type (5.5-stage/4.5-stage/2.5-stage)

Pad diameter ø20 to ø50

Material Silicone rubber

Order no. ZPTS-A01

Form Flat type, Bellows type

Pad diameter ø6 to ø32

Material Silicone rubber

Order no. ZPTS-B01

[For film adsorption]

290 mm

Approx. 340 mm

90 mm

The ejector, valves, fittings, and 
tube cutter required for testing can 
be provided by SMC.∗1

∗1  For the small diameter pad set

Valve

Ejector

Pad

2 types of test sets are available 
for various applications.
¡Packaging pad set
¡Small diameter pad set

A wide range of easily-
interchangeable pad forms 
can be tested.
¡Packaging pad set (16 types of pads)
¡Small diameter pad set (16 types of pads)

Easy-to-carry case Application example

P-E21-14



Safety Instructions Be sure to read the “Handling Precautions for SMC Products” (M-E03-3) and “Operation Manual” before use.

Pad 
diameter

(ø)

Vacuum inlet
QuantityOne-touch 

fitting
Thread Size

Vacuum pad/
Bellows 

(5.5-stage)

q ZP3P-T20JT5SF-A16-08 20 V — ø8 2

w ZP3P-T25JT5SF-A16-08 25 V — ø8 2

e ZP3P-T32JT5SF-A20-10 32 V — ø10 2

r ZP3P-T40JT5SF-A20-10 40 V — ø10 2

t ZP3P-T50JT5SF-A20-10 50 V — ø10 2

Vacuum pad/
Bellows 

(2.5-stage)

y ZP3P-T20JT2SF-WM-A16-08 20 V — ø8 2

u ZP3P-T32JT2SF-WM-A20-10 32 V — ø10 2

i ZP3P-T50JT2SF-WM-A20-10 50 V — ø10 2

Vacuum pad/
For film 

adsorption

o ZP3P-T20PTSF-B5 20 — V (Female thread) M5 x 0.8 2

!0 ZP3P-T25PTSF-B5 25 — V (Female thread) M5 x 0.8 2

!1 ZP3P-T35PTSF-B8 35 — V (Female thread) M8 x 1.25 2

!2 ZP3P-T50PTSF-B8 50 — V (Female thread) M8 x 1.25 2

Bellows pad 
(4.5-Stage)

!3 ZP2-TB20ZJS-AL12-06 20 V — ø6 1

!4 ZP2-TB30ZJS-AL14-06 30 V — ø6 1

!5 ZP2-T40ZJS-AL14-06 40 V — ø6 1

!6 ZP2-T46ZJS-AL14-06 46 V — ø6 1

Adapter assembly !7 ZPRL-06-B5 — 2

One-touch fitting !8 KQ2H06-M5A — 2

One-touch fitting
(Reducer)

!9 KQ2R06-08A — 2

@0 KQ2R06-10A — 2

Finger valve @1 VHK3A-06F-06F — 2

Pad 
diameter

(ø)

Vacuum inlet
QuantityOne-touch 

fitting
Thread Size

Flat/Silicone 
rubber

q ZP3-T06UMS-A10-04 6 V — ø4 2

w ZP3-T08UMS-A10-04 8 V — ø4 2

e ZP3-T10UMS-A12-06 10 V — ø6 2

r ZP3-T13UMS-A12-06 13 V — ø6 2

t ZP3-T16UMS-A12-06 16 V — ø6 2

Bellows/
Silicone 
rubber

y ZP3-T06BS-A10-04 6 V — ø4 2

u ZP3-T08BS-A10-04 8 V — ø4 2

i ZP3-T10BS-A12-06 10 V — ø6 2

o ZP3-T13BS-A12-06 13 V — ø6 2

!0 ZP3-T16BS-A12-06 16 V — ø6 2

Flat/Silicone 
rubber

!1 ZPT20US-B5 20 — V (Female thread) M5 x 0.8 2

!2 ZPT25US-B5 25 — V (Female thread) M5 x 0.8 2

!3 ZPT32US-B5 32 — V (Female thread) M5 x 0.8 2

Bellows/
Silicone 
rubber

!4 ZPT20BS-B5 20 — V (Female thread) M5 x 0.8 2

!5 ZPT25BS-B5 25 — V (Female thread) M5 x 0.8 2

!6 ZPT32BS-B5 32 — V (Female thread) M5 x 0.8 2

Vacuum ejector !7 ZH13BSA-08-10 — 1

One-touch fitting !8 KQ2H06-M5A — 10

One-touch 
fitting

(Reducer)

!9 KQ2R04-06A — 10

@0 KQ2R06-08A — 10

@1 KQ2R06-10A — 10

Tube cutter @2 TK-3 — 1

Finger valve @3 VHK3A-06F-06F — 2

Packaging Pad Set Order No.  ZPTS-A01

Small Diameter Pad Set Order No.  ZPTS-B01
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