
Construction

CK1�40, 50, 63  Basic type/CKG1�40, 50, 63  Built-in standard magnet type

Seal Kit List
Description Material NoteNo.

NBR

Rod seal

Piston seal

Tube gasket

!9

@0

@1 Note 1) Since the seal kit does not come with a grease pack, it should be 
ordered separately.
Grease pack part no.: GR-S-010 (compatible with all sizes)

Note 2) Cylinders with ø50 or larger bore sizes are tightened with a large 
tightening torque and cannot be disassembled. If disassembly is 
required, please contact SMC.

Set of nos. 
!9, @0, @1

Replacement Parts: Seal Kit
Part no. ContentsBore size (mm)

CK1A40-PS40

∗ The numbers correspond with those in the “Construction” of the CK�1 series in the Web Catalog.

CK1/CKG1 Series ø40, ø50, ø63

Clamp Cylinder with Magnetic Field Resistant Auto Switch (Band Mounting Type)

!9 @1 @0

214

Mo
du

lar
 F.

R.
L.

Pre
ssu

re 
Co

ntr
ol 

Eq
uip

me
nt

Ai
r P

re
pa

ra
tio

n 
Eq

ui
pm

en
t

In
du

st
ria

l F
ilt

er
s

Re
pl

ac
em

en
t 

Pr
oc

ed
ur

e
Ro

ta
ry

 A
ct

ua
to

rs
Ai

r G
rip

pe
rs

Mo
du

lar
 F.

R.L
.

Pre
ssu

re 
Co

ntr
ol 

Eq
uip

me
nt

R
ot

ar
y 

Ac
tu

at
or

s
Ai

r G
ri

pp
er

s
Air

 Pr
ep

ara
tio

n E
qu

ipm
en

t
Ind

us
tria

l F
ilte

rs
Ac

tu
at

or
s

Ac
tu

at
or

s




