
Construction

CKG1�40, 50, 63  Built-in standard magnet type/With magnetic field resistant auto switch

Seal Kit List
Description Material NoteNo.

NBR

Rod seal

Piston seal

Tube gasket

!9

@0

@1

Seal Kit List
Description Material NoteNo.

NBR

Rod seal

Piston seal

Tube gasket

!9

@0

@1

Note 1) Since the seal kit does not come with a grease pack, it should be 
ordered separately.
Grease pack part no.: GR-S-010 (compatible with all sizes)

Note 2) Cylinders with ø50 or larger bore sizes are tightened with a large 
tightening torque and cannot be disassembled. If disassembly is 
required, please contact SMC.

Set of nos. 
!9, @0, @1 

Replacement Parts: Seal Kit
Part no. ContentsBore size (mm)

CK1A40-PS40

Note 1) Since the seal kit does not come with a grease pack, it should be 
ordered separately.
Grease pack part no.: GR-S-010 (compatible with all sizes)

Note 2) Cylinders with ø50 or larger bore sizes are tightened with a large 
tightening torque and cannot be disassembled. If disassembly is 
required, please contact SMC.

Set of nos. 
!9, @0, @1 

Replacement Parts: Seal Kit
Part no. ContentsBore size (mm)

CK1A40-PS40

∗ The numbers correspond with those in the “Construction” of the CKG1 series in the Web Catalog.

CKP1�40, 50, 63  Built-in strong magnet type/With magnetic field resistant auto switch

∗ The numbers correspond with those in the “Construction” of the CKP1 series in the Web Catalog.

@1 @0!9

@1 @0!9

CKG1/CKP1 Series ø40, ø50, ø63

Clamp Cylinder with Magnetic Field Resistant Auto Switch (Rod Mounting Type)
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