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Construction

C�JP2B10, 16C�JP2B6

Seal Kit List
Description Material NoteNo.

Piston seal

Rod seal

Gasket

!0

!1

!2

Replacement Parts: Seal Kit
Part no. ContentsBore size (mm)

∗ The numbers correspond with those in the “Construction” of the CJP2 series in the Web Catalog.

∗ The seal kit includes a grease pack (5 g).
Order with the following part number when only the grease pack is 
required.
Grease pack part number: GR-L-005 (5 g)

Set of nos. 
!0, !1, !2

CJP2B6D-PS
CJP2B10D-PS
CJP2B16D-PS

6
10
16

Standard type

Set of nos. 
!0, !1, !2

∗ The seal kit includes a grease pack (5 g).
Order with the following part number when only the grease pack is 
required.
Grease pack part number: GR-F-005 (5 g)

CJP2B6D-XB6-PS
CJP2B10D-XB6-PS
CJP2B16D-XB6-PS

6
10
16

XB6/Heat-resistant cylinder (–10 to 150°C)

Set of nos. 
!0, !1, !2

∗ The seal kit includes a grease pack (5 g).
Order with the following part number when only the grease pack is 
required.
Grease pack part number: GR-T-005 (5 g)

CJP2B6D-XB7-PS
CJP2B10D-XB7-PS
CJP2B16D-XB7-PS

6
10
16

XB7/Cold-resistant cylinder

Set of nos. 
!0, !1, !2

∗ The seal kit includes a grease pack (5 g).
Order with the following part number when only the grease pack is 
required.
Grease pack part no.: GR-L-005 (5 g)

CJP2B6D-XC22-PS
CJP2B10D-XC22-PS
CJP2B16D-XC22-PS

6
10
16

XC22/Fluororubber seal

ø6, ø10, ø16

NBR

NBR

NBR

CJP2 Series ø6, ø10, ø16

Pin Cylinder/Double Acting, Single Rod

p. 375

The
Replacement

Procedure is on
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